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1.1 PackageContent

NovoPRO HDMI-to-HDMI Cable Micro-USB-to-USB Power Cable
6

——

USB Power Adapter Remote Control
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1.2Hardware Setup

RJ45 (Ethernet) Port

USB Port

HDMI Port

DC Power Jack
Kensington® Security Slot
microSD Card Slot

Reset button

IR Receiver

O 0 N| O O] | W| N|

SystemPower On Green)
SystemStandbymode (Red)

Network activities

[N
o

=
=

Setting up NovoPRO is simple and straightforward
1) Video/Audio connectionConnect the HDMI portta¢ + k LINR 2 S O (patjddtaithl 5 a L
the providedHDMI cable (item20 Ay at I O1.1 3S /2y Sy (€0
2) Power Connect thdC Power Jat& a poweroutlet with the providedUSBoower adaptor
and USRable (temsandbyd Ay at | O1.1 S /2y iSyiéov
If everything is set up properliovoFRRM green LED should be illuminated.

Note:
1 You may connect an optional USB mdksgboardor aUSB disko the USB port.
1 If more USB ports are needed, you can connect a USB hub to the USB port.
1 The microSD slot supports microSD cards @dGB.
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1.3NovoPRO Home Screen

After a successful boatp, the NovoPR@levice willshow the following screen, whiah referred to
asNovoPR&K 2 YS & ONBGKZ Y 2 Na @MBoglyhént. Thehonike Kcreeris generated
byb 2 @2t wh Q& Y I ReyhotéViesdt A O GA2Y X

11:38 AM

3
Q Novo-7EAB7
PIN 4401 (irlayPassword
&% 192.168.2.184

o~

= 192.168.43.1

First Time Using NovoPro?

e A
Internet Download E L $ ": http://vivitekcorp.com Desktop Streamer
Mac PC

2 Available on the > Getiton N P o
@ App Store Google play | NovoPresenter

e Sy  http://192.168.43.1:8080
Local Download ) ‘c ' http:/192.168.2.184:8080 Desktop Streamer

Mar

0 Basic Devic€onfiguration
NovoPRGs defaultat Wi-Fi Hotspotmode with its SSID name displayed at the home screen

(e.g.NVC 7EABn box 9) Alternatively, you can connect tiéovoPR@o anyexisting

network via a wireless and/or a wiredmaection.Click orthe button, thend 2-G@ ke
make the necessary changes.
Similarly,
1 Click orthe button, thend 5 A a taltharigye displayelated settings
1 click on thell button, thena { GG Ay Ia¢ G2 OKIy3IS 2GKSNI 38

9 Softwarelnstallation

Windows/Mac Users: Open5 Sa { 4 2L { iNBI YSNRa R2gyf2FR fAYy]
with yourweb browser and follow then-screeninstructions.Or
simply visithttp://vivitekcorp.com/ for the software download.

iIOSANndroid Users:  Install NovoPresenter from App or Play Store. (Saxion1.5)
Chromebook Users: Install Desktop Streamer from Chrome Web Store (Ssxionl.5)
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9 Connecton Information

1 Device Name Location ﬂ ¢ Users carthange this to a meaningftbom name.

PIN m ¢ This is an optional PIN code to joipr@sentation session.

IP addressE ¢ Ethernet andWi-Fi IP addresmespectively.

QR codg; It has all the abovenentioned information. With tablets/phones, users can use
NovoPresenteto conned to a presentation session by scanning this QR code.

You can also click on the QR code to get an enlarged version of the connection
information:

= =2 =

Session Info

Q Novo-B6ED7
PIN 305

0 Shortcus

NovdPRO has several apps app installed locally, such as an internet browser and the Novo
Whiteboard, which you can access directly from the home screen. To add more app shortcuts
click on the. button to choose from a list of available apps to add to the home screen.

To use the Novo Whiteboard click on th& button. The Novo Whiteboard is a visual
whiteboard thatallowsusers to createand editand helps facilitate smooth collaboration.

When using angppin the Remote Viewer environment, click ¢l button at any time to
return to the NovoPRO home screenthe button to return to the previous seen.
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1.4 BasicDevice Configuration

Before beingleployed a NovoPRO deviceay require soméasic configuratiorsuch asetting up
its display resolution, network connection, el access the various settings menus cIickE
button on the NovoPRO honsereen and click the respective menu you want to opendo so,
typically a USB mouse is needed. Alternatively, you can uggdheled Remote Control to do so

NOTE Following any clicking activity on the screen, tlagigationbar _ appears.
You cou hide the navigation bar bylicking the back key- one or more.

10:34 AM

Joining the Meeting Q Novo-7EAB7

1 Connect to the WiFi or Ethernet PIN (5297 (avay Pasacil

e~

= 192.168.43.1

2 Launch Application

WiFi ‘ NovoPresenter or Android Mirroring ‘
Display - =

Settings

PR~
Dl € % 9 Desktop Streamer
About Mac PC__ Chromebook

ion Info

3 Scan the QR code or enter the PIN and IP address to connect

Function Description

Wi-Fi.

Clickon WiFito bring up the WAFi configuratiordialog
1 To use the NovoPRO as the-M/host, selectEnable WiFi

Hotspot and clickApply.
1 To connectd an existingVi-Finetwork,

Use Hotspot if connection fails 0 Selectéd2 y' y SOG .62 2 ACA ¢

| o dick onConfigureto bring up a newVi-Fi
configuration page.

o Enable WA connection. Select the SSID of the
external router. Enter th&Vi-FiQa LJ aa g 2
prompted.

o Clickon Connectto start theconnecting.

Enable WiFi Hotspot

® Connect to WiFi

Configure Cancel

NOTEWhen WiFi Hotspot is enabled, usefsnobile devicesan still
obtain Internet accesgia their 3G or 4G connecti@fter connecting
to the NovoPRO device.
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Function Description
Disl Display
g . Click orDisplayto bring up theDisplaydialog.
T ——— Resolution

1 Select the one that matches the display screen best.

9 ClickSaveto confirm the selection, or clicRanceko abort the

Auto Config

XGA (1024x768) selection.
NXGA (1280x800) Auto Config NovoPRO will automatically determine the
720p 60Hz (1280x720) optimal screen resolution.
' 1080p 60Hz (1920x1080) XGA(1024x768) You can specify your desired display output
WXGA (1280x800) resolution.
Save Cancel 720p(1280x720)
1080p (1920x1080)

NOTEL ¥ &2 dzNJ O2 YLJzi SNR& aONBSy N
the resolution optionghe screen resolution of the computer will be
automatically adjustedtomai€¢ G KS b2 @2t wfteQa N
connectingo the NovoPRO device

NovoPRO Resolution Computer Resolution | Display Output
Setting
1080p (1920x1080) Over1920x1080 1920x1080
WXGA (1280x800) Between1920x1080 1280x800
and1280x800
XGA (1024x768) Between D20x1080 1024x768
and 1024x768
Scaling

i This allows you to shrink the size of the screen.

HDMICEC
This allows you to enable/disable the Consumer Electronics Contre
(CEC) function which allows you to command and control the

NovoPRO by using/of & | y2iKSNJ RSPAOSQa |

Enable

® Disable

Pagel0



Novol-ro NovoPro User Manual V2.5

Function Description
: Settings:
Settings Click orSettingsfor more device settings.
== 1 General SettingsAccess the Android system settings.
General Settings 1 Firmware UpgradeUpgrade the NovoPRO to the latest
version.
Firmware Upgrade 1 Settings Protection This allows users to lothke settings

with a password, or unlock it.
1 PIN Code SettingsSelect whether to allow the PIN code to
also act as the AirPlay password (for screen casting of iO¢

?evlice_s), and whether to make using a PIN code mandato
or login.

Device Edition:

Settings Protection

Select Edition: ’ Clickon Device Editiorto bring upSelect Editiordialog.
== 1 Select eitheiCorporateor Education then clickConfirmto
® Corporate Education ma_llfe the edition change official, or cli€anceko abort the
edition change.
oo 1 The main differences between these two editions are as
follows:
Feature Education Edition Corporate Edition
Projection Control 7 Only HOST Two modes
(teacher) can 1) Moderator On
switch users 1 Only moderator can
1 Switch users switch users
without permission | ! & SNA Q LJS
required
2) Moderator Off
i Everyone can
switch wsers
7' aSNRQ LIS
required
Screen Preview Yes No
Encryption No AES128
Lock Tablet Screen | Yes No
Disconnect Everyone| Yes No

NOTEThis manual primarilyeferenceshe CorporateEdition for
instructional examples. Special notes will accampinstructions that
are specific to the Education Edition.

About:
Click on About to view the version of the NovoPRO software.

NovoPro
Version: v2.5.0.320

MAC:04E676BD3B76

Copyright © 2017 Delta Electronics, Inc. All
Rights Reserved.

This App allows you to share your screen and
collaborate with others.
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Function

First Time Using NovoPro?

Slideshow Config

Shown in Full Screen
Preload
video_1.mp4
video_2.mp4
V' slide_1.png Duration: 20 sec
v slide_2.png Duration: 20 sec

V' slide_3.png Duration: 20 sec
User-defined

Cancel
Paired LauncherX Units

[ollollcolol o] réﬂ

—-— —— i

Restart

Do you want to restart this device?

Yes Cancel

NovoPro User Manual V2.5

Description

Hide Session Info
Click orHide Session Infto hide/reveal the login info located at the tao
right side of the NovBRCRemote Viewer home screen.

Hide QR Code:
Click orHide QR Codto hide/reveal the QR code for quick login locat
at the right side of the Now@RCRemote Viewer home screen.

Configure Slideshow:
Click onConfigure Slideshowo customize the image(shownin the
software installation box of the NoRRCORemote Viewer home
screen.
9 Shown in Full ScreeMhe NovoPRO Remote Viewer home
screen image will be displayed in full screen if it is checkec
1 Preload:Allows users to choose which pieaded image Wi
be displayed on the NoRRORemote Viewer home screen.

Show Paired LauncherX Units

This function allows you to select the color for the LauncherX devic
that are paired to the NovoPRO. Once a color is set for the NovoP
the respective LauncherXlor icon will appear at the bottom right
corner of the NovoPRO home screen to allow users to quickly iden
(via the colored ring on the LauncherX devices) which LauncherX
device is already paired to the NovoPRO.

Restart
ClickRestartto restart theNovoPRO.
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You can also configure the name for the NovoPRO device to more easily identify the display:

Function Description

Edit Room Name:
9 Novo-7EAB7 Click on the associated teixt the connection information boto bring
T ———— up the Edit Room Namaelialog.
1 Enrer the new nameClickSaveto confirm the name change,
or clickCanceto abort the name change.

PIN 8810 (AirPlay Password)

N

= 192.168.43.1

NVC_7EAB7
Hotspot Mode

Edit Room Name

Math Class

Save Cancel

1.5 Client ©ftware download andinstallation

To connect to NovoPR@levice one of twoclient applications may be needeh your device

They are,
Novo Desktp Streamer Windows, Mac, Chromebook
NovoPresenter Android, iOS

SoftwareDownloadInstallation for Windows and Mac
You can download the software directly frdrttp://www.vivitekcorp.com Alternatively, yolcan
download it fromthe NovoPRO device.
(1) Connect your computer to the same network as the NovoPRO.
(2)Open5Sa1 2L { GNBI YSNR& R2 gyt 2 wkhybukwél broivser & y
and follow theon-screeninstructions.For theexamplehomescreen showrabove, you
would usehttp://192.168.43.1:8080You will be able to see the download page, as shown
in the following figure.

Pagel3
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1] First bme user x oo O

First fime user

First Time Using NovoPro?

o 2

Use Desktop Streamer software to mirror your computer screen and collaborate with
others.

v

( & Google play J

U Ava\lableon(he\‘ ( Getiton )

L ' App Store

(3) Sekct theappropriateOSand then clickhe DOWNLOAIDutton to start the download
(4) BExecute the downloaded file to start the installation. Following thesmneen instructions
and you should be able to finish the installation in a couple minutes.

App Download/Installationfor Android/iOS

1 For iPhones/iPadslownload and instalNovoPreserdr Appfrom the Apple App Store.

1 For Android phones/tablets, download and instdtivoPresenteApp from the Google Play
Store.

1 For all mobile devicespy canalsoconnect your mobile device to the same network as the
NovoPRO, open the local download afidi & 6 &8 RS&AONAROGSR 0620S0 &)
browser, and then click on either the App Store or Google Play QR code to directly link to
GKS b2@2t NBaSyidSNI I LJJQa R2gyf2FR LI 3So

App Downlad/ Installation for Chromebools
Download and instalNovo Desktofstreameifrom the Google Chrome Web Stare
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s l,I l,I s I,l V4
I
2{ S U U0 AbyXdi g 2LNJ|
¢2 FdAte Gr1S FRGFryGr3aS 2F b2g2twhQa OF LI oAt A
O2NLIR NI GSQa ySig2N]l® {2YS | 4LISOGa &K2 dziWRFi
interference and channel selection amdranet firewall. In thischapter, theseaspects will be
illustrated tofacilitate a successful NovoPRO deployment in your network.

(@]
0p)
@]

2.1 Network connection

NovoPRO has three network connection typgethernet,Wi-FiClient, andWi-FiHotspot.
A) Ethernet¢ NovoPR@an be plugged into your Ethernet via its RJ45.pdaimely, you
Oty 02yySOG b2@2t wh (2 net@akNts MNEmyendedtd A 2 y Q:?
use Ethernet connection (when possible) since it gives yoiebeibustness and higher
performance.
B) Wi-Fic NovoPRQ & -i 80R.11&dNi-Fioperates atdual band (2.4/5GHz) With its
2T2R antenngt can achieve maximum bandwidth o800Mbps?. Thishigh-
performanceWi-Fimodule can operate at two modes
a) Client Mode ¢ NovoPR@an be connectetb & 2 dzNJ 2 NA WiFinétwotkA 2 y Q &
via its builtin Wi-Fimodule.
b) Hotspot Mode¢ NovoPR@ancreates its ownVi-Finetwork, allowing users to
connect their mobile devices to this ad hoc netwddsers can still obtain
Internet access after connecting their mobile devices to the NovoPRO device.

The following table summarizes their feature difference and typical usage.

Number of Users Allowec 64 8
Internet/Intranet Access Yes No
Typical Usage Pre-configured for Quick setup for small

School or Corporate group meetings

It is worth mentioning that Ethernet andi-Fi connections can coexist on NovoPRO. Namely, you
can configure NovoPRO in Ethernet AudFiClient mode, oin Ethernet andVi-FiHotspot mode.

1 300Mbps is the maximum value whileet actual bandwidth may vary depending on operating environment
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2.1.1 Ethernet
The following home screen show®voPRJs in Ethernetnode, where its Ethernet IP is highlighted
in a red box.

When connecting to a wired network, NovoPRO supports both DHCP and Static IP connection types.

1 DHCPNovoPR®@btains its IRaddress from thdHCP server on the network.

9 Static IPNovoPRGs assigned a fixed IP address manually.
OHCEP A& GKS RSTIl dz G O3tsftigg O Gym23yK (1 &0LIS dr 2INBg S NSNS |
remote management muchasier.

The following diagram illustrates how to selecteoof these two connection type(n A Settings
A General Settings, EthernetA Ethernet Configuration

Pagel6
























































































































































































































































































































